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Need and Purpose: 

State Route 133 is a major north-south corridor in South Georgia and provides a vital connection between 

Valdosta on the south with Albany to the north.  For its entire length between Valdosta and Albany, S.R. 133 is 
identified for eventual widening due to its inclusion on the Governor's Road Improvement Program (GRIP).  

The GRIP was initiated in the 1980's to address the importance of stimulating economic growth via an 

improved transportation network.  S.R. 133 was recently added to the GRIP by the State Legislature and 
approved by the Governor. 

Project P.I. 0000543 is not on a route designated in the GDOT Statewide Bicycle & Pedestrian Plan or a local 
bike plan.  This project is one of 9 projects that will widen S.R. 133 between Albany and Valdosta.  More 

specifically, there are 5 projects to widen S.R.133 between Valdosta and Moultrie and 4 projects between 

Moultrie and Albany.  The proposed limits of the 5 projects (PI # 0000543, 0000544, 0000545, 0000546 and 
431780) between Valdosta and Moultrie have logical termini; the southern terminus of these projects will tie 

into the existing four lane section of S.R. 133 near C.R. 276/Troupeville Road in Brooks County and the 
northern terminus of these projects will tie into the existing four lane section at the S.R. 35/East Moultrie 

Bypass in Colquitt County. 

Project Location:  Project STP00-0000-00(543) is a 6.67 mile section of S.R. 133 located in Brooks County. 
The project begins at C.R. 276/Troupville Road (Brooks County Mile Post 0.62) and extends to C.R. 

10/Pauline Church Road (Brooks County Mile Post 7.29) where it ties to Project STP00-0000-00(544).  

Description of the approved concept:  Project P.I. 0000543 proposes a 4-lane section with a 20’ raised 

concrete median from C.R. 276/Troupeville Road (where it ties into an existing 20’ raised median typical 
section) to Ridgeland Road. At Ridgeland Road the rural shoulder transitions to an urban shoulder including 

curb and gutter and sidewalks, but maintains the same 20’ raised concrete median.  This urban 20’ raised 

median roadway typical section is maintained through the densely populated area which ends at Fellowship 
Lane. The original concept also proposes a 44’ depressed median section from Fellowship Lane to C.R. 

10/Pauline Church Road. Improving S.R. 133 to a multi-lane facility with separate turning lanes will reduce 

turning conflicts from the through traffic and improve operations.

PDP Classification:     Major  X           Minor______

Federal Oversight: Full Oversight (   ),     Exempt ( X ),  State Funded (   ),     or Other (   ) 

Functional Classification:  Rural Minor Arterial 

U.S. Route Number(s):  N/A   State Route Number(s):  SR 133

Traffic (AADT) as shown in the approved concept: 

 Base Year: (2010)  10,140 Design Year: (2030)  14,990

Updated traffic data (AADT): 

Base Year: (2016)  8,550 Design Year: (2036) 12,700

Approved Programmed/Schedule:  

P.E:  2003   R/W:  LR  Construction: LR  
  

VE Study Required:         Yes (X)         No (  ) 
Note: A VE study was held in September 2006 and implemented in December 2006. 

Benefit/Cost Ratio:  N/A 

Is the project located in an Ozone Non-attainment area?       Yes (  )       No ( X ) 
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Is the project in a PM2.5 Non-Attainment area?       Yes (  )      No ( X ) 

Approved features to be revised:  A Value Engineering Study held in September 2006 and implemented in 
December 2006 recommended that the 20’ raised concrete median section be revised to a five lane flush 

median section from Augusta Drive to Fellowship Lane.  The roadway median typical section from Augusta 

Drive to Troupeville Road/C.R. 276 was revised to a 14’ flush two-way center turn lane to minimize right-of-
way and environmental impacts and reduce construction and right-of-way acquisition costs. 

The outside urban shoulder width was reduced from 16’ to 12’ to minimize right-of-way and environmental 

impacts and reduce construction and right-of-way acquisition costs. 

The 44’ grassed median width from Fellowship Lane to C.R. 10/Pauline Church Road was reduced to 32’ to 

minimize right-of-way and environmental impacts and reduce construction and right-of-way acquisition costs. 

Proposed features:   The 20’ raised concrete median was revised to a 14’ flush two-way center turn lane and 

the outside urban shoulder width was reduced from 16’ to 12’.  The 44’ depressed median was revised to a 32’ 
depressed median. 

Reason for Change:   The median type of the typical section was revised from a 20’ raised concrete median to 
a to a five lane flush median section from Augusta Drive to Fellowship Lane due to the implementation of a 

VE recommendation.  The five lane flush median section was extended from Augusta Drive to Troupeville 
Road/C.R. 276 to minimize right-of-way and environmental impacts and reduce construction and right-of-way 

acquisition costs. 

Due to the more urbanized areas, the outside urban shoulder width was reduced to 12’ to minimize right-of-

way and environmental impacts and reduce construction and right-of-way acquisition costs.  

The 44’ depressed median was revised to a 32’ depressed median to limit right-of-way impacts and minimize 

construction and right-of-way acquisition costs. 

Potential Environmental Impacts of Proposed Revision:  Environmental impacts were minimized by 

reducing the typical section footprint. The roadway median type of the typical section was revised from a 20’ 
raised concrete median to a 14’ flush two-way center turn lane with 12’ outside shoulders, and the 44’ 

depressed median was reduced to 32’. 

Have Proposed Revisions Been Reviewed by Environmental Staff? (X) Yes   ( ) No 

Environmental Responsibilities: Consultant, GDOT

Updated cost estimates: 
1. Construction including Contingencies, Engineering and Inspection, 

2. Right-of-Way  

3. Utilities  (reimbursable) and Utility Contingencies 
4. Fuel Adjustment – see attachment 

5. Environmental Mitigation – see attachment

Recommendation:  It is recommended that the proposed revision to the concept report be approved for 

implementation. 
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                                        LOCATION MAP
Project: STP00-0000-00(543) PI No.: 0000543 

Description: Widening of SR 133 from Troupeville Road (CR 276) 

to Pauline Church Road (CR10)

Attachment No. 1 

Location Map 
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Date 7/15/2010

County

2.814 2.647

6.332 5.95575

DIESEL 

FACTOR

GALLONS 

DIESEL
UNLEADED 

FACTOR

GALLONS 

UNLEADED

0.29 38213.30 0.15 19765.50

0.29 71392.20 0.15 36927.00

0.29 38193.00 0.24 31608.00

2.90 0.71

2.90 279850.00 0.71 68515.00

0.25 0.20

Quantity Unit Price QF/1000 Diesel Factor Gallons Diesel
Unleaded 

Factor
Gallons Unleaded

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

Quantity Unit Price QF/1000 Diesel Factor Gallons Diesel
Unleaded 

Factor
Gallons UnleadedBRIDGE ITEMS REMARKS

STP00-0000-00(543)

BRIDGE ITEMS

Bridge Excavation (CY) 

Section 211

Class __Concrete (CY)  

Section 500

Superstru Con Class__(CY) 

Section 500

Concrete Handrail (LF)  

Section 500

Concrete Barrier (LF)  Section 

500

Superstru Con Class__(CY) 

Section 500

REMARKS

Class A Ret Wall

QUANTITY

131770.000

0000543 Brooks

Project Number

Special Provision, Section 109-Measurement and Payment

FUEL PRICE ADJUSTMENT (ENGLISH 125% MAX)

P.I. Number

REMARKS

PCC Pavement paid as specified by the 

square yard under Section 430 (SY)

Class __Concrete (CY)  

Section 500

Class __Concrete (CY)  

Section 500

Superstru Con Class__(CY) 

Section 500

http://www.dot.ga.gov/doingbusiness/Materials/Pages/asphaltcementindex.aspx

ENTER FPL DIESEL ENTER FPL UNLEADED

ENTER FPM DIESEL ENTER FPM UNLEADED

INCREASE ADJUSTMENT

125.00% 125.00%

INCREASE ADJUSTMENT

131700.000

246180.000

ROADWAY ITEMS

Excavations paid as specified by 

Sections 205 (CUBIC YARD)

96500.000

Excavations paid as specified by 

Sections 206 (CUBIC YARD)

Hot Mix Asphalt paid as specified by the 

ton under Sections 400 (TON)

Hot Mix Asphalt paid as specified by the 

ton under Sections 402 (TON)

GAB paid as specified by the ton under 

Section 310 (TON)
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8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50
Pile Encasement,___(LF) 

Section 547

Stru Reinf Plan Quantity(LB) 

Section 511

Drilled Caisson,___ (LF)  

Section 524

Drilled Caisson,___ (LF)  

Section 524

Piling___inch (LF)       

Section 520

Piling___inch (LF)       

Section 520

Stru Steel Plan Quantity (LB) 

Section 501

PSC Beams______ (LF)         

Section 507

Stru Reinf Plan Quantity(LB) 

Section 511

Bar Reinf Steel (LB)    Section 

511

Piling___inch (LF)       

Section 520

Drilled Caisson,___ (LF)  

Section 524

Pile Encasement,___(LF) 

Section 547

Piling___inch (LF)       

Section 520

Stru Steel Plan Quantity (LB) 

Section 501

PSC Beams______ (LF)         

Section 507

PSC Beams______ (LF)         

Section 507

Piling___inch (LF)       

Section 520

Piling___inch (LF)       

Section 520

DIESEL PRICE ADJUSTMENT($)

SUM QF DIESEL= 427648.50

$1,383,913.31

$477,354.22UNLEADED PRICE ADJUSTMENT($)

156815.50SUM QF UNLEADED=
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494 1111.5

L.I.N.  TYPE

413-1000

TMT =

494 1111.5

JMF AC%

5.00

5.00

5.00

5.00

5.00

5.00

5.00

5.00

5.00

5.00

5.00

5.00

5.00

5.00

5.00

TMT =

25090 107.7641

REMARKS

125.00% INCREASE ADJUSTMENT

L.I.N. / Spec Number MIX TYPE HMA AC REMARKS

ENTER APL ENTER APM

http://www.dot.ga.gov/doingbusiness/Materials/Pages/asphaltcementindex.aspx

402-3121 25 mm SP 29990 1499.50

INCREASE ADJUSTMENT

http://www.dot.ga.gov/doingbusiness/Materials/Pages/asphaltcementindex.aspx

107.7641

TACK (GALLONS) TACK (TONS)

PRICE ADJUSTMENT($) $63,882.53 

APPLICABLE TO CONTRACTS/PROJECTS CONTAINING THE 413 SPECIFICATION,  SECTION 413.5.01 ADJUSTMENTS                                                         

ASPHALT PRICE ADJUSTMENT FOR BITUMINOUS TACK COAT 

ASPHALT CEMENT PRICE ADJUSTMENT                                            

(BITUMINOUS TACK COAT 125% MAX)

402-1812 5120.000 256.00 Leveling

402-3190 19 mm SP 37810 1890.50

402-3130 12.5 mm SP 23580 1179.00

4825.00

PRICE ADJUSTMENT($) $2,860,260.00 

400 / 402 ASPHALT CEMENT PRICE ADJUSTMENT 125% MAX

ENTER APL ENTER APM

125.00%
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494 1111.5

L.I.N.  TYPE L.I.N.  TYPE

DWM 10/08

DIESEL PRICE ADJUSTMENT($)

UNLEADED PRICE ADJUSTMENT($)

$1,383,913.31

$477,354.22

ADJUSTMENT SUMMARY

FUEL PRICE ADJUSTMENT (ENGLISH  125% MAX)

ASPHALT CEMENT PRICE ADJUSTMENT (BITUMINOUS TACK COAT  125% 

MAX)

400 / 402 ASPHALT CEMENT PRICE ADJUSTMENT 125% MAX

ASPHALT CEMENT PRICE ADJUSTMENT FOR BITUMINOUS TACK 

COAT(Surface Treatment 125% MAX)

$63,882.53

$2,860,260.00

http://www.dot.ga.gov/doingbusiness/Materials/Pages/asphaltcementindex.aspx

ENTER APL

INCREASE ADJUSTMENT

ENTER APM

Use this side for Asphalt Emulsion Only

APPLICABLE TO CONTRACTS CONTAINING THE 413 SPEC. SECTION 413.5.01 ADJUSTMENTS ASPHALT PRICE ADJUSTMENT FOR BITUMINOUS 

TACK COAT 

REMARKS:

Use this side for Asphalt Cement Only

TMT = TMT =

REMARKS:

TACK (GALLONS)
ASPHALT EMULSION 

(GALLONS)

125.00%

TOTAL ADJUSTMENTS $4,785,410.07

MONTHLY PRICE ADJUSTMENT($)

ASPHALT CEMENT PRICE ADJUSTMENT FOR                                                   

BITUMINOUS TACK COAT(Surface Treatment 125% MAX)

REMARKS:
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